Superior Premium Paint For Exterior and Interior
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Performance properties:

10 years durability performance with 96.2% Heat reflection from
Titanium protection for both UV and infrared,Dirt Shield Technology
from Germany support dirt resistance both in water stain and oil
stain. Anti virus and bacteria 99% from Silver lon. Acrylic technology
provides excellent adhesion to prevent peeling and chalking paint.
Washable. Anti-fungus and algae. Anti-efflorescence and excellent
alkali resistance. Greenovation technology Free from lead and mercury.
Ultra low VOCs. Extra low odor. Certified by Thai standard.
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Superior Premium Paint For Exterior and Interior
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Substrate must be completely clean and dried

(=1 month) free from oil and grease.
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Powdary and chalky surfaces must be scrubbed and cleaned with

water. Clean fungus and mildew off. Leave surface to dry then
apply with TOA 113 Microkill for fungus and mildew protection.
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Apply 1 coat of TOA Shidld-1
Acrylic Alkali Resisting Primer
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Apply 2 coals of TOA Shisld-1

Primer : Apply 1 coat

Topcoat : Apply 2 coals
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Apply 1 coat of TOA Contact Primer,
TOA Quick Primer, TOA Hydro Quick Primer

Apply 2 coats of TOA Shisld-1






